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NOTES:
1. TOP OF ROOT CONTROL BARRIER MUST BE AT GRADE.
2. POSITION ROOT CONTROL BARRIER ADJACENT TO STRUCTURE.
3. RAISED ROOT DEFLECTORS MUST BE FACING PLANTED AREA.
4, PROVIDE A MIN. OF 12 INCHES OF ROOT BARRIER EACH SIDE OF TREE TRUNK.
5. TREE PLANTING AND STAKING SHALL BE PERFORMED IN ACCORDANCE WITH OCPW

STANDARD PLAN 518-3-0C.
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NOTES:

TREE TRIMMING

PRIOR TO ROOT PRUNING, EACH TREE SHALL BE TRIMMED TO REDUCE ITS

OVERALL SIZE BY ONE—THIRD (1/3) AND TO PROMOTE IMPROVED GROWTH.
TRIMMING SHALL ALSO PROVIDE:

REMOVAL OF ALL DEAD, DAMAGED, DISEASED, OR STRUCTURALLY DEFICIENT
LIMBS;

THINNING TO REDUCE INTERIOR WIND RESISTANCE;

VERTICAL CLEARANCE OF 14.0 FEET OVER ROADWAYS AND 9.0 FEET OVER
SIDEWALKS;

VISUAL CLEARANCE AROUND ALL TRAFFIC CONTROL DEVICES AND SIGNS;

AN OVERALL BALANCED APPEARANCE;

TRIMMING SHALL BE DONE UNDER THE SUPERVISION OF A LICENSED ARBORIST
IN ACCORDANCE WITH CURRENT ARBORIST STANDARDS.
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ROOT PRUNING

ROOT PRUNING CUTS SHALL BE MADE IMMEDIATELY ADJACENT TO THE SIDEWALK
AND SHALL BE 4 INCHES WIDE, 16 INCHES DEEP (MEASURED FROM THE TOP OF THE
FINAL GRADE OF THE SIDEWALK) AND 16 INCHES LONG, CENTERED 8 INCHES
EITHER SIDE OF THE CENTER OF THE TREE. THE BOTTOM 13 INCHES OF THE
ROOT PRUNE CUT SHALL BE FILLED WITH PEA GRAVEL, TO PROMOTE DEEPER
WATERING, WITH THE TOP 3 INCHES FILLED WITH NATIVE SOIL FREE FROM ROCKS
OR OTHER MATERIALS THAT WOULD INTERFERE WITH LANDSCAPE MAINTENANCE
TASKS. AT LEAST 18 MONTHS SHALL TRANSPIRE BEFORE ROOT PRUNING THE
OPPOSITE SIDE OF THE TREE. IN GENERAL, ROOT PRUNING WOULD NOT BE
PERFORMED ADJACENT TO THE CURB DUE TO THE NORMAL DEPTH OF THE CURB.

ROOT CONTROL BARRIER

BARRIER SHALL BE FABRICATED FROM A HIGH DENSITY, HIGH IMPACT PLASTIC, I.E.
POLYSTYRENE, POLYETHYLENE, POLYVINYL CHLORIDE, (PVC), OR
ACRYLONITRILE-BUTADIENE—STYRENE (ABS). THE INTERIOR SURFACE SHALL HAVE %
INCH HIGH (MINIMUM) RAISED VERTICAL RIBS SPACES 6 INCHES TO 8 INCHES
APART THE FULL DEPTH OF THE BARRIER AND SHALL BE EXPRESSLY DESIGNED
FOR ROOT DEFLECTION.

BARRIER USED FOR ROOT PRUNING SHALL HAVE A MINIMUM DEPTH OF 12 INCHES
WITH A MINIMUM THICKNESS OF 0.06 INCH. BARRIERS SHALL BE 16 FEET LONG
IN ONE CONTINUOUS PIECE (PREFERRED) OR IN A COMBINATION OF PIECES
SECURELY FASTENED WITH ADHESIVE AT LAP JOINT POINTS.
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POP—-UP SPRINKLER HEAD
INSTALL SPRINKLER
HEAD FLUSH O ROTOR OR SPRAY TYPE
WITH FINISHED
GRADE IN INSTALL SPRINKLER HEAD 1 INCH
TURF AREAS ABOVE FINISHED GRADE IN SHRUB
AND GROUND COVERS AREAS
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LATERAL LINE

NOTES:

1. INSTALL SPRINKLER HEADS 24 INCHES FROM PAVING EDGE

2. INSTALL SPRINKLER HEADS 3’ FROM PAVING EDGE WHERE PERMISSIBLE BY THE
COUNTY OF ORANGE WATER EFFICIENT LANDSCAPE ORDINANCE, SECTION
2.6(A)(1)(V).

3. INSTALL SPRINKLER HEADS PLUMB, ADJUST NOZZLE STREAM TO COVER
LANDSCAPE AREA WITHOUT OVERSPRAY ONTO PAVING, FENCES, WALLS OR
BUILDINGS.
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X WALK, PAVEMENT OR
/OTHER STRUCTURE
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DIRECT BURIAL LOW
VOLTAGE CONTROL WIRES
PRESSURE LINE
(MAIN OR LATERAL)
NOTES:
1. TRENCHING AND BACKFILLING SHALL BE PER GREENBOOK.
2. MINIMUM BACKFILL RELATIVE COMPACTION SHALL BE 90 PERCENT PER
STANDARD PLAN 1801.
3. BUNDLE CONTROL WIRES TOGETHER AND TAPE TO PIPE AT 10 FOOT
INTERVALS.
4. INSTALL IDENTIFICATION WARNING TAPE PER STANDARD PLAN 1602.
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FINISHED GRADE IN TURF AREAS

10 INCH DIA. ROUND PLASTIC VALVE BOX WITH BOLT
DOWN COVER, USE STAINLESS STEEL BOLT, NUT,
AND WASHER. HEAT BRAND "GV” ONTO LID.
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; 5 IN SHRUB AREAS
™
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6 INCH PVC CL 160 PIPE

T ) THREADED END BRONZE

GATE VALVE WITH BRONZE
CROSS HANDLE

- %‘:\BMCK SUPPORTS (3 EACH)
S C\

LANDSCAPE FABRIC

9\

PRESSURE SUPPLY LINE

3 SCH. 40 PVC FEMALE
3 INCH DIAMETER ROCK, ADAPTER, LINE SIZE

6 INCHES DEEP TO TOP

OF VALVE NUT SCH. 80 PVC THREADED

ONE END NIPPLE, LINE
NOTES: SIZE TO MATCH MAINLINE

1. INSTALL VALVE BOX AND PIPE EXTENSION AS REQUIRED TO ACHIEVE PROPER VALVE
INSTALLATION AT MAIN LINE DEPTH.

2. WRAP LANDSCAPE FABRIC AROUND SIDES AND BOTTOM OF BOX TO COVER ALL OPENINGS.

5. RECYCLED WATER SYSTEMS SHALL CONFORM TO THE LATEST CALIFORNIA PLUMBING CODE
CHAPTER 16, PART Il

GATE VALVE 2 INCHES AND SMALLER SYMBOL ON PLAN

—
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FINISHED GRADE IN TURF AREAS

10 INCH DIA. ROUND PLASTIC VALVE BOX WITH BOLT
DOWN COVER, USE STAINLESS STEEL BOLT, NUT,

AND WASHER. HEAT BRAND "GV’ ONTO LID.

OF VALVE NUT

il d [ B
LANDSCAPE FABRIC

.. ) . .-A... . . . .
< 4 o \
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: . o : 6 INCH MINIMUM HEIGHT

PIPE SUPPORTS (GRINNEL)

TYPE V CEMENT, 2500 PSI
CONCRETE SUPPORT PAD,
NOTES: MIN. SIZE OF 12"x 12"x 4".

1. CONTRACTOR TO PROVIDE ONE 5 FOOT LONG TEE WRENCH WITH SQUARE NUT ADAPTER
FOR THE OPERATION OF GATE VALVES

2. INSTALL VALVE BOX AND PIPE EXTENSION AS REQUIRED TO ACHIEVE PROPER VALVE
INSTALLATION AT MAIN LINE DEPTH.

3. WRAP LANDSCAPE FABRIC AROUND SIDES AND BOTTOM OF BOX TO COVER ALL OPENINGS.

4. RECYCLED WATER SYSTEMS SHALL CONFORM TO THE LATEST CALIFORNIA PLUMBING CODE

CHAPTER 16, PART II.

”
<
%

|y

FINISHED GRADE
IN SHRUB AREAS

4" MIN.

6 INCH PVC CL 160 PIPE

FLANGED END GATE

VALVE W/ 2 INCH SQUARE
AWWA OPERATING NUT

BRICK SUPPORTS (3 EACH)

4" MIN.

SCH 80 PVC FLANGES
SOLVENT WELD TYPE

PRESSURE SUPPLY LINE

% INCH DIAMETER ROCK,
6 INCHES DEEP TO TOP

A

SYMBOL ON PLAN

GATE VALVE 2 1/2 INCHES AND LARGER >«
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GENERAL NOTES

OPERATING NUTS.

DEEPER.

DESIGNATED PLAYING FIELD (I.E., BALL DIAMOND, SOCCER, ETC.)
ON PLANS

CASE 1: CONCRETE BOX WITH CONCRETE COVER

CASE 2: CONCRETE BOX WITH LOCKING CAST IRON COVER
CASE 3: PLASTIC BOX WITH LOCKING PLASTIC COVER

1. VALVES UP TO 2 INCHES DIAMETER SHALL HAVE MALLEABLE IRON
"TEE” HANDLES. VALVES LARGER THAN 2 INCHES SHALL HAVE SQUARE

2. PROVIDE TWO OPERATING KEYS TO VALVES BURIED 18 INCHES OR

3. ALL GATE VALVES AND ENCLOSURES SHALL BE LOCATED OUTSIDE THE

4. VALVE BOX SHALL BE ONE OF THE FOLLOWING CASES AS SPECIFIED

\_
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FINISHED GRADE IN TURF AREAS

10 INCH DIA. ROUND PLASTIC VALVE BOX WITH BOLT
DOWN COVER, USE STAINLESS STEEL BOLT, NUT,

AND WASHER. HEAT BRAND “GV” ONTO LID.
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>\>/<\ | > FINISHED GRADE

% L S IN SHRUB AREAS

R s a QUICK COUPLER VALVE

%/< RECLAIMED \b

? L | WATER

PURPLE RECYCLED WATER TAG

IN ACCORDANCE WITH THE

e "g ) o CALIFORNIA PLUMBING CODE
‘.5'*.5'*. O 5"5‘*‘5‘*‘\ STAINLESS STEEL CLAMPS,

e e (e e e
SISO OSIS 2 REQUIRED
S Pe@s O Y ao—>
!‘A_'!.".‘:.’.‘:"u "/9,.:9,‘34%4 SUPPORTS (3 EACH)
Y B i N N — BRASS SWING JOINT WITH 2
2. BRASS STREET ELLS, A BRASS
LANDSCAPE RS ELL AND 2 BRASS NIPPLES,
FABRIC HORIZONTAL NIPPLE SHALL BE
% INCH DIAMETER ROCK, 6 INCH LONG, VERTICAL NIPPLE
6 INCHES DEEP TO LENGTH AS REQUIRED.
BOTTOM OF VALVE SIZE TO MATCH QVC INLET.
PVC MAINLINE AND FITTING
4x36 INCH REBAR STAKE
SECTION VIEW - NTS #x
NOTES:

1. USE TEFLON TAPE ON ALL THREADED FITTINGS.
2. QUICK COUPLER KEY MUST CLEAR VALVE BOX.
3. WRAP LANDSCAPE FABRIC AROUND SIDES AND BOTTOM OF BOX TO COVER

ALL OPENINGS.
4. RECYCLED WATER SYSTEMS SHALL CONFORM TO THE LATEST CALIFORNIA PLUMBING CODE

CHAPTER 16, PART II
SYMBOL ON PLAN

_@_
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