The Ranch Plan Planned Community
Planning Areas 3 and 4 Runoff Management Plan

Final Report

Rancho Mission Viejo
28811 Ortega Highway
San Juan Capistrano, CA 92693

Prepared By:
Michael Baker International
5 Hutton Centre Drive, Suite 500
Santa Ana, CA 92707

Contact:
Rebecca Kinney, P.E.
Dave Mercier, P.E.
Rianne Okamoto, E.I.T.
Connie Phan, E.I.T.
Jenna Clark, E.I.T.

October 2019
JN 134519
Entitlement Compliance

This document provides compliance with the Ranch Plan Final Environmental Impact Report #589 Mitigation Measures 4.5-1 (Items 19, 21, 22, 25, 26, 27), 4.5-5 (Items 36-38), and 4.5-8 (Items 80-83 and 92-97), and the Ranch Plan Planned Community Program Text (Zoning) Condition of Approval 4 (Items 247-249), for the San Juan Creek Watershed and Ranch Plan Planning Areas 1-5. The PA-3&4 ROMP also documents compliance with the Approved Ranch Plan ROMP Table 19-1 Stormwater Management Development Submittal/Analysis Checklist.

APPROVED:

Khalid Bazmi, P.E.  
Assistant Director/County Engineer  
OC Public Works  

Nardy Khan, P.E., P.M.P  
Deputy Director Infrastructure Programs  
OC Public Works  

Bea Bea Jimenez  
Manager, Land Development  
OC Public Works
# Table of Contents

1 Introduction .......................................................................................................................... 1-1  
  1.1 Background ......................................................................................................................... 1-1  
  1.2 Previous Studies ................................................................................................................... 1-1  
  1.3 Study Purpose ...................................................................................................................... 1-9

2 Hydrology .............................................................................................................................. 2-1  
  2.1 Approach ............................................................................................................................ 2-1  
  2.2 Local Planning Area Analysis ............................................................................................. 2-2  
    2.2.1 Land Use ......................................................................................................................... 2-5  
    2.2.2 Rainfall ........................................................................................................................... 2-12  
    2.2.3 Subwatershed Descriptions ......................................................................................... 2-12  
    2.2.4 Hydrology Results ......................................................................................................... 2-19  
  2.3 Gobernadora Canyon Hydrology Analysis ......................................................................... 2-23  
    2.3.1 Local Analysis ................................................................................................................. 2-23  
    2.3.2 Subregional Analysis ...................................................................................................... 2-24  
  2.4 Regional Analysis .............................................................................................................. 2-33  
    2.4.1 Regional Rational Method ............................................................................................... 2-33  
    2.4.2 Basins ............................................................................................................................ 2-33  
    2.4.3 Unit Hydrograph Models ............................................................................................... 2-59  
    2.4.4 Area Discussion ............................................................................................................. 2-63  
    2.4.5 Basin Footprint Discussion ............................................................................................ 2-64  
    2.4.6 Existing Condition Regional Hydrology ......................................................................... 2-65  
    2.4.7 Phase Condition Regional Hydrology ............................................................................. 2-69  
    2.4.8 Ultimate Condition Regional Hydrology ......................................................................... 2-79

3 Hydraulics ............................................................................................................................... 3-1  
  3.1 Local Facilities .................................................................................................................... 3-1  
    3.1.1 Storm Drain Preliminary Design ..................................................................................... 3-1  
    3.1.2 Outlet Preliminary Design .............................................................................................. 3-2  
  3.2 Channel Hydraulics ............................................................................................................ 3-2  
    3.2.1 Floodplain Modeling and Mapping ............................................................................... 3-3

4 Stream Stability Analysis ...................................................................................................... 4-1  
  4.1 Existing Geomorphic Characteristics .................................................................................. 4-1  
    4.1.1 San Juan Creek ................................................................................................................ 4-1  
    4.1.2 Gobernadora Canyon ..................................................................................................... 4-2  
  4.2 Sediment Yield .................................................................................................................... 4-2  
    4.2.1 Sediment Inflow .............................................................................................................. 4-7  
  4.3 Sediment Transport Model Development ......................................................................... 4-9  
    4.3.1 HEC-6T Model Definitions ............................................................................................. 4-10  
    4.3.2 Summary and Discussion of Event-based and Long-term HEC-6T Model Simulation Results .......................................................................................................................... 4-19  
  4.4 Lateral Bank Migration ....................................................................................................... 4-43  
    4.4.1 San Juan Creek ................................................................................................................ 4-43  
    4.4.2 Gobernadora ................................................................................................................... 4-43  
  4.5 Stream Monitoring ............................................................................................................. 4-44

5 Water Quality Program ......................................................................................................... 5-1
5.1 Previous Studies...................................................................................................................... 5-1
5.2 Requirements and Standards ................................................................................................. 5-1
5.3 Water Quality Best Management Practices ........................................................................... 5-1
  5.3.1 Gobernadora Canyon Water Quality Plan ........................................................................ 5-1
  5.3.2 San Juan Creek Water Quality Plan .................................................................................. 5-9
  5.3.3 PA-4 Water Quality Plan .................................................................................................. 5-13
  5.3.4 Water Balance .................................................................................................................. 5-19
  5.3.5 Volume Mitigation ............................................................................................................ 5-25

6 Drainage Design Guidelines..................................................................................................... 6-1
  6.1 Tributary to Gobernadora Canyon ....................................................................................... 6-1
    6.1.1 Subwatershed A ............................................................................................................. 6-1
  6.2 Tributary to San Juan Creek ................................................................................................. 6-3
    6.2.1 Subwatershed B ............................................................................................................. 6-3
    6.2.2 Subwatershed C ............................................................................................................. 6-5
    6.2.3 Subwatershed D ............................................................................................................. 6-6
    6.2.4 Subwatershed E ............................................................................................................. 6-9
    6.2.5 Subwatershed F ............................................................................................................. 6-11

7 Conclusions............................................................................................................................... 7-1

8 References.................................................................................................................................. 8-1

Figures

Figure 1-1: Regional Vicinity Map ................................................................................................. 1-3
Figure 1-2: RMV Ranch Plan Development Areas ....................................................................... 1-5
Figure 1-3: PA-3 and PA-4 Study Areas ..................................................................................... 1-7
Figure 1-4: PA-3 Phasing Areas .................................................................................................. 1-11
Figure 2-1: PA-3 and PA-4 Soil Type Map .................................................................................. 2-3
Figure 2-2: PA-3 and PA-4 Land Use .......................................................................................... 2-7
Figure 2-3: PA-3 Outfall Location ............................................................................................... 2-15
Figure 2-4: PA-4 Outfall Location ............................................................................................... 2-17
Figure 2-5: Gobernadora Multipurpose Basin Routing ............................................................... 2-27
Figure 2-6: Proposed Subwatershed A Basin Routing to Node 13305 ......................................... 2-29
Figure 2-7: Proposed Subwatershed A Basin Map ..................................................................... 2-31
Figure 2-8: Proposed Subwatershed B Basin Graphic ................................................................. 2-34
Figure 2-9: Proposed Subwatershed B Basin Routing ................................................................. 2-37
Figure 2-10: Proposed Subwatershed B Basin Map ............................................................... 2-39
Figure 2-11: Proposed Subwatershed C Basin Routing ............................................................. 2-41
Figure 2-12: Proposed Subwatershed C Basin Map ................................................................. 2-43
Figure 2-13: Proposed Subwatershed D Basin Routing ............................................................. 2-45
Figure 2-14: Proposed Subwatershed D Basin Map ................................................................. 2-47
Figure 2-15: Proposed Subwatershed E Basin Map ................................................................. 2-49
Figure 2-16: Proposed Subwatershed F Basin Map ................................................................. 2-51
Figure 2-17: Proposed PA-3 Debris Basin Locations ................................................................. 2-55
Figure 2-18: Proposed PA-4 Debris Basin Locations ................................................................. 2-57
Figure 2-19: Regional Hydrograph Routing Schematic .............................................................. 2-61
Table 2-1: Ranch Plan ROMP Versus PA-3 Ultimate Land Use Data Comparison ........................................... 2-9
Table 2-2: Ranch Plan ROMP Versus PA-4 Ultimate Land Use Data Comparison ........................................ 2-11
Table 2-3: Proposed Condition Local Rational Method Hydrology Results ................................................. 2-19
Table 2-4: Local Discharge Existing Versus Proposed PA-3&4 ROMP 2019 ................................................. 2-21
Table 2-5: Existing and Basin Outflow Comparison .................................................................................... 2-24
Table 2-6: Layer Node 13305 Discharge Results ......................................................................................... 2-25
Table 2-7: 100-year Debris Volume Calculation ......................................................................................... 2-53
Table 2-8: Proposed Condition Local Rational Method Hydrology Results ................................................. 2-19
Table 2-9: Ultimate Approved and PA-3 Ultimate Area Comparison ......................................................... 2-63
Table 2-10: PA-3 Basin Footprint Comparison ........................................................................................... 2-64
Table 2-11: PA-4 Basin Footprint Comparison ........................................................................................... 2-64
Table 2-12: Regional Existing Condition Hydrology ................................................................................. 2-67
Table 2-13: Phased Condition PA-1, -2 and -3 Developed Regional Hydrology San Juan Creek ............... 2-75
Table 2-14: Phased Condition PA-1, -2, -3 and -4 Developed Regional Hydrology San Juan Creek ....... 2-77
Table 2-15: Ultimate Condition Regional Hydrology San Juan Creek .............................................................. 2-83
Table 3-1: Gobernadora Hydraulic Model Flowrates ................................................................................. 3-4
Table 3-2: San Juan Hydraulic Model Flowrates ...................................................................................... 3-17
Table 3-3: Gobernadora HEC-RAS 100-year EV – Mixed Flow Regime Comparison ................................ 3-19
Table 3-4: Gobernadora HEC-RAS 100-year EV – Subcritical Flow Regime Comparison ......................... 3-19
Table 3-5: San Juan Creek HEC-RAS 100-year EV – Mixed Flow Regime Comparison .......................... 3-19
Table 3-6: San Juan Creek HEC-RAS 100-year EV – Subcritical Flow Regime Comparison ...................... 3-19
Table 4-1: Gobernadora Canyon inflow points and corresponding subareas ........................................... 4-5
Table 4-2: Gobernadora Canyon Sub-watershed Regional Coefficient (β) .................................................. 4-6
Table 4-3: Chiquita Canyon Watershed Regional Coefficient (β) .............................................................. 4-7
Table 4-4: Gobernadora Canyon Existing Conditions Sediment Yield ....................................................... 4-7
Table 4-5: Gobernadora Canyon Ultimate Conditions Sediment Yield ..................................................... 4-8
Table 4-6: Chiquita Canyon Sediment Yield ............................................................................................... 4-8
Table 4-7: San Juan Creek Sediment Yield ................................................................................................. 4-9
Table 4-8: HEC6T available sediment transport functions and their original developed parameter range (USACE, 2003) ........................................................................................................................... 4-13
Table 4-9: San Juan Creek Downstream Hydraulic Control at XS 18111 .................................................... 4-15
Table 4-10: Gobernadora Long-term Discharge Adjustment Factors ....................................................... 4-19
Table 4-11: San Juan Creek Long-term Discharge Adjustment Factors ...................................................... 4-19
Table 5-1: Gobernadora Canyon LID Basin Summary .............................................................................. 5-15
Table 5-2: San Juan Creek LID Basin Summary ........................................................................................ 5-17
Table 5-3: Gobernadora Canyon Annual Water Balance ......................................................................... 5-20
Table 5-4: San Juan Creek Annual Water Balance ................................................................................... 5-20
Table 5-5: Volume Mitigation .................................................................................................................. 5-27
Table 7-1: Regional Discharge Comparison ............................................................................................... 7-3

Exhibits
Exhibit 1 – PA-3 Ultimate Local Hydrology Map
Exhibit 2 – PA-4 Ultimate Local Hydrology Map
Exhibit 3 – Proposed Basin Exhibit
Exhibit 4 – Existing Condition Rational Node ID (Exhibit 7 from Ranch Plan ROMP)
Exhibit 5 – Existing Condition Rational Method Basin ID (Exhibit 8 from Ranch Plan ROMP)
Exhibit 6 – Existing Condition Unit Hydrograph Study Regional Watershed and Node (Exhibit 9 from Ranch Plan ROMP)
Exhibit 7 – Regional Phase No PA-4&5 Condition Hydrology Map
Exhibit 8 – Regional Phase No PA-5 Condition Hydrology Map
Exhibit 9 – Regional Ultimate Condition Hydrology Map
Exhibit 10 – PA-3 Storm Drain Master Plan Layout
Exhibit 11 – PA-4 Storm Drain Master Plan Layout
Exhibit 12 – San Juan Creek - Historical Lateral Banks
Exhibit 13 – San Juan Creek - Calculated Lateral Banks
Exhibit 14 – Gobernadora Canyon – Historical Lateral East Banks
Exhibit 15 – Gobernadora Canyon – Calculated Lateral East Bank
Appendices

Appendix A – Ranch Plan ROMP Table 19-1

Appendix B – Local Watershed Hydrology
   Appendix B.1 – Rational Method High Confidence (25- and 100-year)
   Appendix B.2 – Rational Method Expected Value (2-, 5-, 10-, 25-, 50- and 100-year)
   Appendix B.3 – Existing Rational Method Expected Value (2-, 5-, 10-, 25-, 50- and 100-year)
   Appendix B.4 – Phase Condition PA-1, -2, -3 & -4 Constructed Regional Local
      Rational Method Expected Value (2-, 5-, 10-, 25-, 50- and 100-year)
   Appendix B.5 – Phase Condition PA-1, -2 & -3 Constructed Regional Local
      Rational Method Expected Value (2-, 5-, 10-, 25-, 50- and 100-year)
   Appendix B.6 – Ultimate Regional Local Rational Method Expected Value (2-, 5-, 10-, 25-, 50- and
      100-year)
   Appendix B.7 – Local Single Area Hydrograph (2-, 5-, 10-, 25-, 50- and 100-year)
   Appendix B.8 – Local Complex Hydrograph (2-, 5-, 10-, 25-, 50- and 100-year)
   Appendix B.9 – Local Multiday Hydrograph

Appendix C – Gobernadora Subregional Hydrology Analysis
   Appendix C.1 – Rational Method Expected Value (2-, 5-, 10-, 25-, 50- and 100-year)
   Appendix C.2 – Existing Rational Method Expected Value (2-, 5-, 10-, 25-, 50- and 100-year)
   Appendix C.3 – Existing Single Area and Free Draining Hydrographs (2-, 5-, 10-, 25-, 50- and 100-
      year)
   Appendix C.4 – Subregional Single Area, Free Draining, Calibrated, and Complex Hydrographs (2-, 5-,
      10-, 25-, 50- and 100-year)
   Appendix C.5 – SOHM Results (Water Quality)
   Appendix C.6 – PCSWMM Results (Water Quality and Basin Routing)

Appendix D – Existing Regional Hydrology
   Appendix D.1 – Rational Method Expected Value (2-, 5-, 10-, 25-, 50- and 100-year)
   Appendix D.2 – UH Expected Value – Single Area
   Appendix D.3 – UH Expected Value – Free Draining
   Appendix D.4 – Existing Regional Rainfall Data

Appendix E – Phase Condition PA-1, -2, -3 & -4 Constructed Regional Hydrology
   Appendix E.1 – Rational Method Expected Value (2-, 5-, 10-, 25-, 50- and 100-year) – Free Draining
   Appendix E.2 – Rational Method Expected Value (10-, 25-, 50- and 100-year) – Complex
   Appendix E.3 – UH Expected Value – Single Area
   Appendix E.4 – UH Expected Value – Free Draining
   Appendix E.5 – UH Expected Value – Calibrated Free Draining
   Appendix E.6 – UH Expected Value – Complex Model
   Appendix E.7 – Phase Condition PA-1, -2, -3 & -4 Constructed Regional Rainfall Data

Appendix F – Phase Condition PA-1, -2 & -3 Constructed Regional Hydrology
   Appendix F.1 – Rational Method Expected Value (2-, 5-, 10-, 25-, 50- and 100-year) – Free Draining
   Appendix F.2 – Rational Method Expected Value (10-, 25-, 50- and 100-year) – Complex
   Appendix F.3 – UH Expected Value – Single Area
   Appendix F.4 – UH Expected Value – Free Draining
   Appendix F.5 – UH Expected Value – Calibrated Free Draining
   Appendix F.6 – UH Expected Value – Complex Model
   Appendix F.7 – Phase Condition PA-1, -2 & -3 Constructed Regional Rainfall Data
Appendix G – Ultimate Regional Hydrology
  Appendix G.1 – Rational Method Expected Value (2-, 5-, 10-, 25-, 50- and 100-year) – Free Draining
  Appendix G.2 – Rational Method Expected Value (10-, 25-, 50- and 100-year) – Complex
  Appendix G.3 – UH Expected Value – Single Area
  Appendix G.4 – UH Expected Value – Free Draining
  Appendix G.5 – UH Expected Value – Calibrated Free Draining
  Appendix G.6 – UH Expected Value – Complex Model
  Appendix G.7 – Ultimate Regional Rainfall Data

Appendix H – Unit Hydrograph Method Parameter Summary
  Appendix H.1 – Existing Condition Loss Rate Summary
  Appendix H.2 – Phase Condition PA-1, -2, -3 & -4 Constructed Regional Hydrology Regional Loss Rate Summary
  Appendix H.3 – Phase Condition PA-1, -2 & -3 Constructed Regional Hydrology Regional Loss Rate Summary
  Appendix H.4 – Ultimate Condition Regional and Gobernadora Loss Rate Summary
  Appendix H.5 – Local Loss Rate Summary
  Appendix H.6 – Phase Condition PA-1, -2, -3 & -4 Constructed Regional Hydrology Unit Yield for 5-year & 2-year storms
  Appendix H.7 – Phase Condition PA-1, -2 & -3 Constructed Regional Hydrology Unit Yield for 5-year & 2-year storms
  Appendix H.8 – Ultimate Condition Unit Yield for 5-year & 2-year storms
  Appendix H.9 – Basin Stage Storage
  Appendix H.10 – PondPack Basin Outflow Results

Appendix I – Hydraulic Analysis
  Appendix I.1 – PA-3 Local Hydraulics – WSPGW
  Appendix I.2 – PA-4 Local Hydraulics – WSPGW
  Appendix I.3 – Gobernadora HEC-RAS
  Appendix I.4 – San Juan Creek HEC-RAS

Appendix J – Sediment Transport
  Appendix J.1 – Sediment Yield
  Appendix J.2 – Gobernadora Canyon HEC-6T
  Appendix J.3 – San Juan Creek HEC-6T

Appendix K – Water Quality
  Appendix K.1 – Water Balance Analysis – E-submittal only
  Appendix K.2 – Volume Mitigation

Appendix L – Amendment to Stream Monitoring Program

Appendix M – Worksheet 3: Factor of Safety and Design Infiltration Rate and Worksheet

Appendix N – GMU Geotechnical Report
  Appendix N.1 – GMU Geotechnical Report – Aug 6, 2014
  Appendix N.2 – GMU Geotechnical Report – Sept 14, 2017
  Appendix N.3 – GMU Geotechnical Report – Sept 18, 2018
  Appendix N.4 – GMU Geotechnical Report – Nov 16, 2018
  Appendix N.5 – Infiltration Investigation Location Maps

Appendix O – Reference Memorandums
  Appendix O.1 – ARM Study Memorandum for More Frequent Storm Events
  Appendix O.2 – RMV PA-3&4 Local Hydrology Analysis – Land use designation of hillslope areas
  Appendix O.3 – Updated Lateral Erosion Analysis
  Appendix O.4 – Gobernadora Scour Report
Appendix O.5 – Ranch Plan ROMP (2013) Chapter 4
Appendix O.6 – Ranch Plan ROMP (2013) Chapter 7
1 Introduction

The Ranch Plan Planned Community Planning Area 3 and Planning Area 4 Runoff Management Plan (PA-3&4 ROMP) provides an update of the hydrology, hydraulics, water quality and stream stability analyses included in the “Comprehensive Regional Stormwater Plan for The Ranch Plan Planned Community Runoff Management Plan (Ranch Plan ROMP)” dated April 2013 prepared by Pacific Advanced Civil Engineering, Inc (PACE). This report will focus in detail on supporting the planning and design efforts of Planning Area 3 (PA-3) and Planning Area 4 (PA-4) within Rancho Mission Viejo (RMV). The RMV Planning Areas are located within the San Juan Creek (SJC) watershed, which is approximately 176 square miles at the ocean outlet. The Ranch Plan regional vicinity map is shown in Figure 1-1.

1.1 Background

The Ranch Plan ROMP included five development Planning Areas: PA-1, PA-2, PA-3, PA-4 and PA-5, as shown in Figure 1-2. A description of each area, as described in the Ranch Plan ROMP, follows:

- **PA-1** is located primarily in the Narrow Canyon watershed sub-basin. PA-1 is also referred to as the Sendero. Development in PA-1 consists of 704 Planning Area gross acres and 464 gross development acres. Planning Area 1 has been constructed per a planning level ROMP previously prepared and approved by the County.
- **PA-2** is primarily located within the Chiquita Canyon sub-basin. Development in PA-2 consists of 1,680 Planning Area gross acres and 824 gross development acres. Planning Area 2 is currently being constructed per a planning level ROMP previously prepared and approved by the County.
- **PA-3**, the focus of this Planning Area Runoff Management Plan, is located within the Gobernadora and Central San Juan Creek regional watershed sub-basin. PA-3 includes 2,185 gross acres (Limits of PA Boundary). Figure 1-3 shows the portion of PA-3 that is being included as part of this ROMP.
- **PA-4**, another focus of this Planning Area Runoff Management Plan, is located within the Verdugo and Central San Juan Creek watershed sub-basins. PA-4 currently includes 1,127 gross acres (Limits of PA Boundary). The actual limits of the proposed development within PA-4 are significantly less than the gross acreage. Figure 1-3 shows the portion of PA-4 that is being included as part of this ROMP.
- **PA-5** is located within the Central San Juan Creek and Trampas regional watershed sub-basins. Development in PA-5 would consist of 1,191 gross acres. This planning area will ultimately contain the large Santa Margarita Water District (SMWD) recycled water reservoir (Trampas Reservoir); however, for this study the land uses, assumed grading and regional detention basins are the same as what was used in the approved Ranch Plan ROMP.

1.2 Previous Studies

The approved Ranch Plan ROMP (PACE, 2013), and the Ranch Plan Planned Community PA-2 Runoff Management Plan Update (PA-2 ROMP), prepared by Michael Baker International (formerly RBF Consulting) and approved in April 2014, were the primary background studies used in this PA-3&4 ROMP. The Ranch Plan ROMP document is a comprehensive watershed planning tool that was developed to support the planning and design efforts for future development within RMV. The document provides planning guidance that implements the specific mitigation measures required in the Final Environmental Impact Report No. 589 (FEIR), to address flood protection, surface hydrology, water quality, and stream stability for future RMV development. The guidelines and requirements in the Ranch Plan ROMP and the PA-2 ROMP were used to establish the studies for this focused PA-3&4 ROMP and
provided the base models for the hydrology, hydraulic and stream stability analyses. This study used Geographic Information System (GIS) data, land use tables and base hydrology and hydraulic models developed as part of the Ranch Plan ROMP and PA-2 ROMP.

The PA-2 ROMP (Michael Baker International [formerly RBF Consulting], 2014), updated the Ranch Plan ROMP models to incorporate the final PA-2 stormwater management plan. This document provided local and regional hydrology analysis of the SJC watershed, master plan storm drain hydraulics, water quality management and stream stability studies specific to the overall effects of the development of PA-2. This PA-3&4 ROMP update incorporates the final PA-2 ROMP models as needed and follows the future submittal requirements of Section 6.2 of the final PA-2 ROMP.
Drainage boundaries are not shown.

Includes Oso and Trabuco Creek watersheds.

Ocean Outlet Total Tributary Watershed Area. (Includes Oso and Trabuco Creek watersheds. Drainage boundaries are not shown.)
RANCHO MISSION VIEJO - PA3&4 ROMP

RMV Ranch Plan Development Areas

Figure 1-2

Legend
- Planning Area Boundary
- San Juan Creek
- RMV Property Boundary
- Planning Area Development Footprint

Source:

7/31/2019 JN M:\Mdata\134519\GIS\MXD\PA-3_PA-4 ROMP\Report Figures\Fig01-02_RMVRanchPlanningAreas_8.5x11.mxd
PA-3 and PA-4 Study Areas

Legend
- Planning Area Boundary
- Existing Stream
- RMV Property Boundary
- Planning Area Development Footprint

Source: Michael Baker International

Figure 1-3

1.3 Study Purpose

The purpose of the PA-3&4 ROMP is to provide a focused study with additional details in the PA-3 and PA-4 areas for the hydrology, hydraulics, water quality, and stream stability studies that were prepared as part of the Ranch Plan ROMP. The PA-3&4 ROMP will serve as both a Master Plan of Drainage and a Runoff Management Plan as detailed in Chapter 19 of the Ranch Plan ROMP. Chapter 19 indicates that there are 63 Mitigation Measures related to water resources/stormwater management in the Ranch Plan FEIR. The overall approach to address those mitigation measures are outlined in the Ranch Plan ROMP. This study will show how the refined details of the PA-3 and PA-4 development are consistent with the Ranch Plan ROMP and satisfy the requirements of the mitigation measures in FEIR 589. Appendix A provides a detailed description of these measures.

Prior to this study, several documents and analysis for related projects have already been approved by the County. This PA-3&4 ROMP was developed in accordance with the following approved documents:

1. Comprehensive Regional Stormwater Plan for The Ranch Plan Planned Community Runoff Management Plan (Ranch Plan ROMP)” dated April 2013 prepared by PACE.
3. “PA-1 Development Area and the Ranch Development Plan San Juan Creek Watershed Stream Monitoring Program” dated 2011 prepared by PACE.
6. Gibby Road Bridge Hydraulics & Scour Analysis of San Juan Creek dated March 2018 prepared by PACE.

This PA-3&4 ROMP study is also being prepared to support the extension of Cow Camp Road and the rough grading plans for Planning Area 3 phase subareas 3.1, 3.2, 3.3, 3.4, and 3.5 shown in Figure 1-4. Cow Camp Road currently extends from Antonio Parkway to the most south-eastern edge of PA-2 and is the major infrastructure facility that will provide access to the future development of PA-3 and PA-4. The Cow Camp Road extension through the south of PA-3 consists of a bridge over Gobernadora Canyon that will connect PA-2 and PA-3, and the road extension within PA-3. The extension through PA-4 consists of a bridge over San Juan Creek that will connect PA-3 and PA-4. Currently, the major effort is to provide storm drain facilities requirements and sizes that will be necessary for the construction of Cow Camp Road Phase 2B through PA-3. Refer to Cow Camp Road Improvements Phase 2B (2019) for basis of design for Cow Camp Road storm drain. The PA-3&4 ROMP is a general document that supports the PA-3&4 Master Area Plan. Separate detailed drainage studies are being prepared for concurrent projects such as the Cow Camp Road Extension and grading plans for the local PA-3 phase areas.
GOBERNADA CANYON

PA-3 Phasing Areas

Legend
- RMV Property Boundary
- Planning Area Boundaries
- Existing Stream

Legend
- RMV Property Boundary
- Planning Area Boundaries
- Existing Stream

PA-3 Phasing Areas

Figure 1-4